Key Features
Exclusive above floor lift option will reach most dock heights

Gate is level with truck side panels (Photo A)

Safer:
- level-ride, more stability

- fewer pinch points
- anti-skid steel treadplate platform

Chain and sprocket drive ensures smooth operation and eliminates
costly cable replacement

Platform side chains eliminated — user has unimpeded side access
Existing receiver style hitch won't impede installation
Lifting capacity - 1,250 - 1,600 Ibs.

Applications - pickup trucks, service bodies, side mount on flat beds
and cargo vans

Call 800-289-1335 in the U.S.
416-421-7987 in Canada

Visit our web site; www.ultronlift.com

Rail Style

Liftgates

Pickup Truck

PT Series”

For the end user who requires the
strongest, most durable, liftgate
for transporting bulky, top-heavy
loads. Our rail style, chain-driven
liftgate with a non-arcing level
ride, will provide many years of

reliable rugged service.

i

Photo A




Pick-up Truck Railgate Product Information
Clearance and Lift Dimensions
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Specifications Fits full-size vehicles; Specify vehicle make, model and year when ordering Popular OptiOﬂS
Contact us for mini-pickup truck and cargo van applications. ] )
o V= < Aluminum, galvanized,
ke Platform Depth > 30" are Hinged
Opening | Application | Bed Height | Capacity | Platform = 9 eXanded metal or bar.
Model Width" |D=61" E=66"| Min-Max" | Ibs. |Wgt. Ibs.*| Width" Depth" Ramp" | Material grating platform material
PT12 61,66 | D,E 2536 | 1250 | 290 | 56 24,30 6 | steel = Oversized ramp - fixed,
PTI2A | 61,66 | D,E | 2536 | 1250 | 270 | 56,61 | 24,30 6 |aluminum hinged or with cart stop in
aluminum or steel
PT16 61, 66 D, E 25-36 1600 350 56, 61 | 30, 36, 42,48 6 steel .
: - Non standard liftgates,
PT16A 61, 66 D, E 25-36 1600 350 | 56,61 |30,36,42,48"| 6 |aluminum deeper, narrower or wider
Above Floor platforms
Lift Models** R te hand held t |
- Remote hand held toggle
PT12AF 61, 66 D, E 25-46 1250 310 | 56, 61 24,30 6 steel switch control with 15 ft.
PT12AFA | 61,66 D, E 25-46 1250 290 56, 61 24, 30 6 |aluminum curly coil cord
PT16AF 61, 66 D, E 25-46 1600 370 56, 61 |30, 36, 42,48*| 6 steel - Low maintenance value pak
PT16AFA 61, 66 D, E 25-46 1600 250 56, 61 | 30, 36,42,48*| 6 |aluminum - Hydraulic platform closing

*  Weight varies with platform size
**  Above floor models will lift to a maximum of 46" from the ground. Tailgate opening will be reduced by 4"

=% Application D -1988 & later Chevy & GMC; 1994 & later Dodge; 1997 Ford F150; 1997 Ford F250 light duty only; 1999 & later Ford;
2001 Toyota Tundra

Application E -1996 & earlier Ford; Chevy before 1988; Dodge full size before 1994; 1997 & 1998 Ford F250 & F350HD
A All platforms level with truck side panel except 48"

Standard Features

- Three year warranty - Billboard cover for corporate graphics - Pressure compensated flow control
- Same day parts service - Electric controls are easier and safer valve controls platform descent
- Housing fully protects the power unit than mechanical controls regardiess of load weight
- A master disconnect switch and - Torsion bar assisted platform makes
a 135 amp circuit breaker it easier to open and close
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